PRESSURE

M265 SERIE

DESCRIPTION

The Setra Model 265 differential pressure transducer
provides superior positive and negative pressure sensing
required for high ef ciency, air-control systems. The Model
265 is a £1.0% Full Scale accuracy unit (£0.4%, +0.25%
FS optional) with an available snap-on conduit enclosure
molded from high impact Lexan®.
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DIFFERENTIAL PRESSURE TRANSMITTER
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M265 Series
SPECIFICATIONS
Supply Voltage Operating Humidity 10 to 95% Non-condensing
Current Output 9 to 30VvDC @ 20 mA Wetted Parts Stainless steel
Voltage Output 0-5(10)v output 9(12) to 30VAC @ Media Compatibility Inert dry air
0.6 VA; 0-5(10)v output 9 (12) to Process Connection 3/16"0D plastic, for 1/4" OD tubing
L 30V @ 25 mA Wiring Exposed
== Accuracy + 1% Full scale, Opt .4% and .25% Terminals 2-(4-20mA), 3-(Volts)
a Signal Output 0-5V @ 5K, 4-20mA @ 750 Mounting 2, #10 screws
m (loop powered) Enclosure Rating NEMAZ1 equivalent, plastic UL94-V-0
== | Sensor Type Capacitive Dimensions 3.16"W x 1.89"H x 1.64"D,
== Adjustments (2/S) Zero & Span trim POTs (8.0x4.8x4.2 cm)
Normal Measurement Weight 0.19 Ib (0.09 Kg)
Range (0 to 100"WC) or£(0.1 to 50"WC) Approvals CE
Overpressure (Burst) £10 psid (68.95 kPa) Warranty 1 year
Max Operating
Pressure (Proof) -50"WC to +100"WC
Operating Temperature 0 to 150°F (-18 to 65°C)
1 74 | WIRING
Current Circuit Diagram Voltage Circuit Diagram
lI— F—
265 — | Readout
9to30VDC _ or Model
j DAS OUTl 265
Mco: :Irgr?r[\g Power +EXC
Device Supply
+EXC  Connected to positive terminal
of DC/AC power supply
-COM Connect as the reference for power
supply and output signal
OUT  Connected to positive terminal
of control or pressure
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